




Special Features

Coatings & Overlays on QBOP Annular Type BOP
QBOP Annular BOP comes with an option of stainless steel or inconel 625 overlay on all API
ring grooves for studded, flanged or hub connections.

Inconel 625  has excellent mechanical properties at extreme high and low temperatures. It also
has high resistance to oxidation at elevated temperatures, as well as good resistance to acids.
It is also resistant to pitting and crevice corrosion. These properties are important in oil and gas
operation where hydrogen sulfide and sulfur exist at high temperatures.

Stainless Steel  provides protection against hydrogen embrittlement in H2S environment.

Packing Element
The packing element is the most important part in Annular BOP unit. The QBOP Annular BOP
packing element is made of a composite of metal inserts and elastomer. It is designed to form a
seal around the drill pipe, thus providing protection in the event of a blowout.

The metal inserts are made from alloy steel. They are designed to withstand very high pressure.
These metal inserts are molded into packing element elastomer.

The packing element is subjected to wear, especially during closure and stripping operations.
QBOP Annular BOP comes with a choice of 2 different types of rubber elements:-

Natural Rubber  - excellent wear resistant properties. It is suitable for drilling with water-based
drilling fluids. It is also suitable for low temperature operation. When properly operated, it
provides a long service life.

Nitrile Rubber - suitable for drilling with oil-based mud fluids. When properly operated, it
provides excellent fatigue and wear resistance.

Wear Rings
All wear rings on piston and lower body parts are made from high quality nylon material. These
wear bands serve the purpose of reducing metal to metal contact between the moving parts.
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